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DESIGNER

RESPONSIBLE ENGINEER

UNLESS OTHERWISE SPECIFIED:
ALL DIMENSIONS ARE IN INCHES

TOLERANCES

DECIMALS ANGULAR

.X    – –   °

.XX   –

.XXX  –

SURFACE ROUGHNESS

REMOVE ALL BURRS AND
BREAK SHARP EDGES .03 MAX.

SURFACE TEXTURE TO BE IN
ACCORDANCE WITH LATEST ANSI B46.1

DIMENSIONING & TOLERANCING IN
ACCORDANCE WITH LATEST ANSI Y14.5
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SYM CHANGE DESCRIPTION BY CHKD DATE

2.717–.002

 REF.780

 REFØ6.00

Ø5.128 BC REF

NOTE:

1. FLANGE MUST BE COMPATIBLE WITH VARIAN, MDC ETC "CONFLAT" TYPE FLANGE 304 SST.

[q,.002s,B]

78.75°

 THRU REFØ.332

.960

.731

1.462

2. ELECTROPOLISH PER P410103-00001

3. ASSEMBLY IS VACUUM TIGHT AND MUST PASS A HELIUM LEAK RATE TEST OF

   0.76X10    TORR-LITER/SEC

SOURCE:X

NOR-CAL PROD INC
1967 S. ORANGE ST; PO BOX 518
YREKA, CA
1-800-824-4166

.250

1.463

1.735–.015

 REF4.843

Ø .25030°

45°

POLISH R

Ø .473–.001

4. ASSEMBLY TO BE SUITABLE FOR 50 AMP, 500 VOLTS AC

5. COPPER CONDUCTOR TO BE ONE SOLID PIECE; NO BRAZING OR WELDING PERMITTED

   EXCEPT TO PROVIDE VACUUM SEAL AS INDICATED
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NOTE 5

GASKET FACE


